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3R HSS 20-550* SAHINLER PLATE ROLLER
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Features:
e  Overload protection = — ,
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e  Easy operation with mobile control panel with push buttons 4 —_— A
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e  Taper bender >
e Double speed ]
e Induction hardened forged or rolled SAE 1050 (CK 45) steel coils
e  Built to EC safety guidelines and has CE marking
e  Hotrolled SAE 1050 (CK 45) steel rollers
e Lateral rollers move linearly with hydraulic pistons Power max. 66000 W
e The lateral rollers and upper roller are driven by a hydraulic motor and Usable length 2050 mm
planetary gearbox (3 driven rollers) Diameter top roll 550 mm
e 2 digital readouts for positioning Workingspeed 14 m/min
e Conical bending device with ball bearing N DT T e eep— 45 mm
*  Centrallubrication system Top roll x5 without prebending min. 60 mm
e  Extended roller shafts for bending profiles and pipes 0 Gl e [T Gl 50 mm
Mai ith braki
* ain motor with braking system Diameter bottom roll 530 mm
i ifi high il h I roll
e SAE 1050 quality certificate high tensile strength steel rolls T 2600 mm
Options: .
Width 5500 mm
e  Large Diameter Hydraulic Overhead Crane .
Height 3000 mm
e Ground Polished Rollers
Weight 35000 kg

Large Diameter Hydraulic Lateral Supports
Wire Slots at the end of rollers
Automation with NC control

Stepless speed control
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