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SEMI-AUTOMATIC BANDSAW MACHINES

300X320 GH-LR PEGAS-GONDA BANDSAW MACHINE

The Pegas Gonda 300×320 GH-LR is a semi-automatic band saw with a manual vice. The saw arm stops
automatically at the bottom position and must be lifted manually. The machine offers a maximum cutting capacity
of Ø 300 mm (round) or 320×290 mm (rectangular) and provides mitre cutting from 45° left to 60° right. Ideal
for single-piece work and small series in steel and stainless steel.

PEG MGHLR300320 - M12627

Weight

Power max.

Capacité de coupe rond plein 0°

Cutting capacity round full 45°

Cutting capacity round full 60°

Cutting capacity tube 0°

Cutting capacity tube 45°

Cutting capacity tube 60°

Bandsaw speed min.

Bandsaw speed max.

Voltage

Cutting capacity rectangle flat 0°

Cutting capacity rectangle flat
45°

Cutting capacity rectangle flat
60°
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SEMI-AUTOMATIC BANDSAW MACHINES

Features

· Semi-automatic bandsaw machine with hydraulic lowering cylinder with
adjustable lowering speed

· Saws of various materials including steel, stainless steel and solid material and
profiles

· Suitable for production and small series.

· Compact robust machine

· Sturdy hinge point for stable sawing movement

· Belt tensioning device with saw break protection

· Safety switch in handle (low voltage)

· Double-sided angle adjustment (up to 60° right and 45° left) with clearly
readable graduations

· Bandsaw wheels made of cast material

· Material clamp adjustable using quick-release lever

· Tungsten carbide band saw guide with adjustable support bearings

· Adjustable band saw guide

· Sturdy reduction gearbox with hardened and ground gears

· 2 band saw speeds (35-70 m/ min)

· Built-in coolant reservoir with cooling pump

· Flow regul an for the coolant

· Double coolant supply (before and behind the workpiece)

· Minimum voltage switch

· Band saw motor main switch

· Emergency stop

· Automatic safety stop of the machine when opening the saw guard

· Saw arc movement braked by spring

· Material support roller and measuring stop

· CE compliant with certificate

· Supplied as standard with saw blade and 1L cooling oil

Operating cycle

· Manual workpiece clamping

· Starting the band saw motor and cooling pump

· Start the saw feed according to setting

· Stop the bandsaw motor

· Manually raise the saw arch to the starting position

· Manually open the work clamp

Schedule a demo in our showroom or ask our specialists for advice.

Height 2180 mm
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