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4R HS 25-245 SAHINLER PLATE ROLLER

J Service Center J Democenter

Features:

Very suitable for light and medium sheet and stainless steel
Ferrules in full circle or varying radii can be done easily

Pinch roller and lateral rollers move with hydraulic pistons in an orbital
manner. Models between @ 90-140mm are with line movement, models
between @ 150-260mm with orbital movement

Overload protection

The top roller is driven by a hydraulic motor with planetary gearbox
The lower roller is driven by a gear and cardan system

Three digital readouts for easy roller positioning

Hydraulic drop-end for easy removal of finished ferrules

Easy operation with mobile control panel with push buttons
Welded steel frames

Induction hardened, forged or rolled SAE 1050 (CK 45) steel coils
Conical bending device

Hydraulic balance system

Double operating speed

Options:

Automation with NC control

Hydraulic Large Diameter Overhead Crane
Large Diameter Hydraulic Lateral Supports
Polished Rollers

Stepless s speed control

Hydraulic plate ejector

Electronic balancing system for parallel movement of the rollers
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Power max.
Usable length
Working speed

Top roll x15 with prebending min.

Top roll x5 without prebending min.

Top roll x5 with prebending min.
Length

Width

Height

Weight

7500

2550
1.5-6

10

1550
4500
1500
6100
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