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16MM WELDING TABLES

1500X1000MM SIEGMUND WELDING TABLE 16MM BASIC

Basic 1500x1000x50 plasma nitrided with standard legs

The Basic clamping table has a rectilinear hole pattern. The sides of the table are
provided with a row of threaded holes. This table has a material thickness of
approximately 11.5-13 mm and is provided with a 16 mm bore. The tables are made of
S335J2+N (St 52/3 steel) + plasma nitrided. The grid lines, with a mutual distance of 50
mm, can be used as a measuring instrument during the construction of the workpiece. It
is possible to link several tables together.

Material thickness:

· Approx. 11.5 - 13 mm

Material:

· High quality steel EN S355J2+N + plasma magnitrid

Vickers hardness:

· Base hardness about 165-220 Vickers

Data:

· Bore spacing 50 mm

· Grid spacing 50 mm

Side walls:

· 50mm high

Radius:

· A radius of 3 mm at the top of the top ensures that less damage can occur to
the table

· A radius of 6 mm on the sides at the corners of the table reduces the risk of
injury

System bore:

· Ø 16 mm

Radius R2 at the bores:

· Reduces damage to the tables and accessories

· For easier clamping of bolts and accessories

· Bevelled on the sides for optimum clamping force on the bolts

Reinforcement:

· Multiple ribs at the bottom for extra stability and accuracy

Table legs (data for standard leg )

· Box profile 70x70 mm

· Foot Ø 70 mm (solid)

· Leg is 40 mm finely adjustable

Load load:

· Load load per leg is 1,000 kg

AVA 161035P - W77274
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